


ABOUT US



It was established to provide adhesive and 
industrial spray solutions to add value to 
the world industry.
Our R&D team continues to develop high 
quality products and test them in our 
Quality Control laboratories.
BOSS INDUSTRIAL offers customized 
products and solutions tailored to the 
needs of our customers.
As BOSS INDUSTRIAL, it is our motto to 
add value to our customers and improve 
continuity with our products. 
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BOSS INDUSTRIAL is a Turkish company provıding worldwide hıgh quality 
adhesives and technical sprays and industrial solutions.

PRODUCTION
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To be the preferred industrial company by 
making life easier and always producing the 
best products with chemical product solutions. 

To make BOSS INDUSTRIAL a world brand in 
this way which we always go out to be the 
best. 

MISSION

VISION 
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TECHNIC
SPRAYS

Our BOSS name is known for our high quality products which have 
been used successfully in production, repair, maintenance and service 
fields for years.
Our products will surely handle many tasks and problems in your 
company.
With careful application and care given to the environment, we 
ensure a consistently high quality standard by continuously developing 
and adapting to the latest needs.

SURFACE AND 
ANTI-CORROSION COATING

CLEANERS AND 
DEGREASERS



PROTECTİON AND CARE

SOLVENTS AND 
RELEASE AGENTS

LUBRİCATİNG
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BOSS Zinc Spray provides long-term catho-
dic corrosion protection to all metal 
surfaces. The spray forms a fast drying, 
adhesive and protective microfin zinc layer. 
Even after 550 hours in the salt spray test 
according to DIN 53167 and DIN 50021, the 
metal parts coated with zinc spray showed 
no signs of corrosion. 

Thin zinc particles form a durable protective 
layer even under extreme weather and 
environmental conditions. 

Zinc spray therefore serves beyond the 
requirements defined by DIN EN ISO 1461 
Standard. BOSS Zinc Spray can be used as a 
high level rust inhibitor for welded joints and 
boreholes as a conductive intermediate layer 
in areas where metal must be protected 
against corrosion and spot welding. 

BOSS Zinc Spray Light provides long-term 
cathodic corrosion protection on all “open 
yüzey surfaces. It has a light color suitable 
for hot galvanizing. 

BOSS Zinc Spray Light forms a fast drying, 
adhesive and protective microfin zinc layer. 
Thin zinc particles form an excellent prote-
ctive layer even under extreme weather and 
environmental conditions. 

BOSS Zinc Spray Light can be used as a high 
level rust inhibitor for “open” welded joints 
and bore holes in areas where the metal 
must be protected against corrosion and as 
a conductive intermediate layer for spot 
welding. 

Zinc Spray Zinc Spray Light
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Long-term corrosion protection Long-term corrosion protection

400 ml.

BS1270400

400 ml.

BS1260400

>1.050 h.

>550 h.



>450 h.

www.bossindustrial.com

SURFACE AND ANTI-CORROSION COATING

BOSS Zinc-Aluminum Spray protects all 
metal surfaces from rust and corrosion for 
a long time. The spray forms an excellent 
protective surface and is resistant to many 
chemicals. 

Its superior electrical conductivity makes it 
particularly suitable for coating welded 
joints, spot welded surfaces and drilling 
holes. 

BOSS Rust special protection provides 
waterproof protection against all weather 
conditions. Provides excellent adhesion on 
the surface with iron particles in it. BOSS 
Rust special protection is recommended for 
long-term protection in all areas that may be 
exposed to corrosion. 

Zinc Aluminum Spray Rust Special Protection
Corrosion prevention galvanizing Weather resistant surface coating

400 ml.

BOSS Galvanized spray creates a protective 
layer for all metals with its fast drying and 
excellent adhesion to the surface, while at 
the same time protecting the metals from 
rust and corrosion. 

BOSS Galvanized spray is resistant to fresh 
and salt water and temperatures up to + 300 
° C (+ 572 ° F). In the Salt Spray Test accor-
ding to DIN EN ISO 9227, the metal parts 
showed no signs of corrosion even after 450 
hours. 

Galvanized Spray
Perfect Galvanized Color

400 ml.

400 ml.
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Silver grey

400 ml.
Charcoal-gray



BOSS Aluminum Spray is abrasion resistant, 
resistant to many diluted acids and alkalis as 
well as environmental influences. Contains 
aluminum pigments with a heavier content 
of> 99.5%. 

BOSS Aluminum Spray provides high quality 
corrosion protection for all metallic surfaces. 
Suitable for use in cooling and ventilation 
technology, ignition plants, pipelines and 
machine bodies, fiberglass and body parts, 
model making, crafts, toy manufacturing and 
many other areas. 

BOSS Aluminum Spray has excellent gloss 
and is resistant to many diluted acids and 
alkalis as well as environmental influences. 
Contains aluminum pigments with a purity 
of> 99.5%.

BOSS Aluminum Spray provides high quality 
corrosion protection for all metallic surfac-
es. Suitable for use in cooling and ventilation 
technology, ignition plants, pipelines and 
machine bodies, fiberglass and body parts, 
model making, crafts, toy manufacturing and 
many other areas.

 Aluminum Spray Light Aluminum Spray Dark

12

Excellent brightness Extra brightness

400 ml.

BS1200400

400 ml.
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SURFACE AND ANTI-CORROSION COATING

BOSS Stainless Steel Spray can be used 
when a durable and effective protective 
layer is required. 

The alloy consists of materials such as 
chromium, nickel and manganese. BOSS 
Stainless Steel Spray can be used to repair 
damaged stainless steel parts in truck 
bodies, silos, pipelines and outdoor applica-
tions. 

It can also be used for decorative purposes 
and for the optical correction of glass, 
wood, stone, ceramics and most plastics. 

Stainless Steel Spray
Anti-corrosion with excellent coating

400 ml.

BS1300400

BOSS Stainless Steel Spray can be used 
when a durable and effective protective 
layer is required. The alloy consists of 
materials such as chromium, nickel and 
manganese. 

BOSS Stainless Steel Spray Repair / repair of 
damaged steel materials can be used to 
repair damaged stainless steel parts on 
truck bodies, pipelines and outdoor applica-
tions. It can also be used for decorative 
purposes and for the optical correction of 
glass, wood, stone, ceramics and most 
plastics. 

Stainless Steel Spray Light
Provides pure image

400 ml.
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BOSS Chrome - Silver spray provides protec-
tion on metal surfaces with excellent 
brightness. Can be used in mirror and decora-
tive works 

BOSS Brass Spray is a metallic coating that 
provides excellent long-term protection. 
Used for protection and optical correction of 
various materials. Resistant to weather condi-
tions. 

BOSS Brass Spray is used for damaged parts 
of metal surfaces, welding and milling damage, 
decorative works, crafts and hobby. 

Chrome-Silver Spray Brass Spray
Excellent gloss with aluminum content Effective and successful coating

400 ml. 400 ml.

BS1290400

BOSS Wax spray is a transparent protective 
film that prevents water repellency and 
corrosion. It provides excellent protection 
from bare metal surfaces, internal and 
external storage surfaces and international 
transportation. 

Wax Sprey 
Protective Wax 

400 ml.
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BOSS Gold Spray is a weather resistant 
metal spray containing gold colored metal 
pigments and has excellent capping power. 
Suitable for visual reinforcement of various 
materials such as metal, wood, plaster, 
concrete, building wall and plasterboard. 

BOSS Gold Spray is suitable for both indoor 
and outdoor use. The spray is suitable for 
decorative purposes (eg coating of bushes, 
decorations or picture frames). It is used to 
repair damaged yellow chromium parts by 
drilling, welding or milling. Gold Spray can 
be used in many areas such as crafts, 
restoration works or hobby and construc-
tion works.    
     

BOSS Copper Spray is an excellent quality, 
weather resistant, water-insoluble metal spray 
with high bonding strength and high copper 
content for protective and decorative coatings 
for indoor and outdoor use. It is used on 
surfaces of various damaged materials and 
even on design products. 

BOSS Copper Spray It can be used for visual 
improvement of metal surfaces, repair and 
protection against corrosion and decorative 
works. 

Gold Spray Pirinç Sprey
Perfectly impressive appearance Etkili ve başarılı kaplama

400 ml. 400 ml.

SURFACE AND ANTI-CORROSION COATING
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*1 Corresponds approximately to the specified RAL colours.
*2 When processing at temperatures below +10°C (+50°F), heat spray cans to room temperature +20°C (+68°F).
* 3 Temperature of spray can and the surface of +20°C (+68°F) and 50% relative humidity.

Zinc Spray
Zinc Spray

Light

Zinc 
Aluminum 

Spray

Galvanizing 
Spray

Rust Special 
Protection

Rust Special 
Protection

Color*1
"Slightly weathered hot-dip

galvanisation" 
“Fresh hot-dip
galvanisation”

Charcoal-gray / 
DB 703

Silver - gray /
DB 701

Uygulama

Binding agent

iç ve dış

styrene alkyd resin
modified 

alkyd resin acrylic resin

Pigment

Pigment Purity

Percentage of metal in dry film

flat zinc and 
aluminum pigments

zinc and 
aluminum pigments layered hematite

approximative 99.9 Zn /
approximative 99,9% Al

approx. 99,9 Zn /
approx. 99,5% Al

approx. 99,5% Al /
approx. 94,0% Zn

> 90% iron oxide

approx. 70% approx. 51% approx. 58%

Contents 400 ml

Specific gravity g / cm³ 1,1 - 1,3 1,0 - 1,2 0,90 - 1,0 1,3 - 1,4

Recommended primary not necessary Zinc Spray not necessary

Processing temperature *2

1,5 cross-linking consumption *3

+5°C (+41°F) ile +35°C (+95°F) arası,

approx. 150 ml/m² approx. 160 ml/m²

1.5 layer thickness in 
cross-coating * 3

approx. 30-50 μm approx. 20-40 μm approx. 60-80 μm

Drying time * 3

approx. 15 dak ık̇a approx. 30 min.

approx. 12 saat approx. 24 h

approx. 24 h approx. 12 h approx. 24 h

Wear resistance abrasion - resistant

Cross cutting

Salt spray test

Mandrel bending test

DIN 53151 / ISO 2409
cross cut characteristic 

value GT 0
cross cut characteristic value GT 0 to GT 1 Cross cut characteristic 

value GT 0 to GT 1

DIN 50021 / DIN 53167
>1.050 h. >550 h. >450 h. >2.000 h.* 4

DIN EN ISO 1519
no hair cracking

Cover coat not required  

Temperature resistance after 
complete curing

from 
-50°C (-58°F) to 
+500°C (+932°F)

from 
-50°C (-58°F) to 
+300°C (+572°F)

from 
-50°C (-58°F) to 
+300°C (+572°F)

Shelf life * 5 24 months
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*4 applied in two cross-coated layers onto an undamaged zinc undercoat
*5 At a constant room temperature of +20°C (+68°F) and dry storage. The same applies for closed original barrels that are not subjected to direct or indirect sunlight.
*6 Above +350°C (+662°F) not abrasion resistant.
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Aluminium Spray
Light

Aluminium Spray
Dark

Stainless steel
Spray

Stainless steel
Spray Light

Chrome Silver
Spray

Gold
Spray

Copper
Spray

Brass
Spray

aluminium-metallic, 
matt

aluminium, sheeny
stainless steel 
metallic, matt

stainless steel 
metallic, bright aluminium, glossy

gold
coloured, 

matte

copper 
metallic, matt

brass 
metallic, matt

indoors and outdoors indoors indoors and outdoors

acrylic resin
hydrocarbon 

resin
acrylic resin Natural Resin acrylic resin

aluminum 
pigments

flat aluminum 
pigments

flat aluminum 
pigments

Gold coloured
pigments

copper 
pigments

stainless steel 
pigments

stainless steel and 
aluminium pigments

brass
pigments

approx. 99,5% Al
stainless steel alloy 

approx. 98,5%
VA-alloy 

approx. 98,5% Al
approx. 99,5% Al

approx. 
99,9% Ms

approx. 
99,9% Cu

approx. 99,9% 
Ms

approx. 43% approx. 23% approx. 45% approx. 35,0% VA/Al approx. 15% approx. 52% approx. 50% approx. 52%

400 ml

0,9 - 1,0 0,8 - 0,9 0,9 - 1,0 0,8 - 0,9 0,9 - 1,0

Zinc Spray

from +5°C (+41°F) to +35°C (+95°F),
optimum processing temperature from +18°C (+64°F) to +25°C (+77°F)

approx. 120 ml/m² approx. 150 ml/m² approx. 120 ml/m²

approx. 25-35 μm approx. 10-15 μm approx. 20-30 μm approx. 15-25 μm approx. 10-20 μm approx. 20-30 μm

approx. 10 m.

approx. 4-6 h. approx. 10 h. approx. 4-6 h.

approx. 4-6 h. uncoated approx. 4-6 h.

approx.

approx. 8 h. boyanamaz approx. 4-6 h.

abrasion-resistant
not 

abrasion-resistant
not 

abrasion-resistant
abrasion-resistant abrasion-resistant

cross cut characteristic value GT 0 to GT 1

----- >140 h. --------

no hair cracking

not required uncoated not required

from
-50°C (-58°F) to 

+800°C*6 (+1.472°F)

from 
-50°C (-58°F) to 
+300°C (+572°F)

from 
-50°C (-58°F) to 
+300°C (+572°F)

from
 -50°C (-58°F) to 
+400°C (+752°F)

24 months
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BOSS Cleaner spray degreases and cleans surfaces with special 
formula. Can be used before other BOSS products. It can be used 
in machine parts, metals, glass, ceramics and many plastic surfaces 
and Plexiglas, PVC and thermoplastics. 

Cleaner Spray
It cleans and cleans your products from oils.

500 ml.

BOSS Hygenic spray NSF approval is used as degreaser and cleaner 
in FOOD, FOOD & BEVERAGE industries and in adhesive removal 
in PHARMACEUTICALS and COSMETICS industries. 

It cleans and degreases surfaces with its special formula which does 
not leave any marks. Can be used before other BOSS products. It 
can be used on machine parts, metals, glass, ceramics and many 
plastic surfaces. 

Hygenic Cleaner Spray
Cleaner and degreaser for Food, Pharmaceutical and Cosmetic

500 ml. Nonfood Compounds
Program Listed H1



150 ml. 400 ml.

500 ml.

BOSS Surface Cleaner can be applied to most 
metals, glass, ceramics and plastics. 

Surface Cleaner is used for cleaning and degrea-
sing surfaces to be bonded or bonded with 
Adhesives and Sealants. 

The Surface Cleaner can be used for cleaning 
and degreasing machine components during 
maintenance work. 

Surface Cleaner
Cleaning of application surfaces

BOSS Brake Cleaner is a cleaning product with 
intense penetration properties. Ideal for oily and 
oily machine parts and for industrial repairs and 
assemblies. 
BOSS Brake Cleaner contains a special mixture 
of degreasing solvents to clean brake and clutch 
system parts without the need to remove them. 
It is safe to use. They do not damage Discs, Pads, 
Shoes, Calipers, Cables, Clutch parts and painted 
brake calipers of the entire brake system. Ideal 
for removing chain oil and dirt from the Engine 
compartment.

BOSS Brake Cleaner cleans and degreases 
metals, glass and many plastic surfaces.

Break Cleaner
General purpose spray,
Especially for the automotive industry.

CLEANERS AND DEGREASERS
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BOSS Plast Spray purifies and evaporates plastic surfaces 
from oils, dust and dust. It does not leave any marks on 
the surface. 

Perfect cleaning for sensitive surfaces. It can be used on 
metal surfaces, plastic and rubber surfaces. Can be used in 
PVC door & window frames, cornices and many industrial 
areas 

The BOSS Disc Brake noise suppressor prevents 
various squeaks and noises from your new and old 
brakes and pads for a long time. Do not apply 
directly to disc brakes or friction material. Use only 
behind the brake pads. Carefully remove, dry and 
clean the pads. Spray the surface twice. Allow the 
pads to dry for about 5-10 minutes before inserting.

Plastic Cleaner
Cleans and degreases plastic surfacesExcellent sound suppression

500 ml.

Disc Brake Noise Preventive

500 ml.
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BOSS Mold cleaner is a special cleaner. It perfectly cleans 
silicone, wax, oil and hardened PUR and other miscella-
neous waste from plastic, steel, aluminum molds. 

BOSS Assembly cleaner perfectly cleans all machine 
components, assembly parts from oil, dirt and grease. It 
provides excellent cleaning even at temperatures of 
60 °C.

Mold Cleaner
Solvent based cleaner

500 ml.

Assembly Cleaner
Perfect cleaning even at high temperatures 60 °C

500 ml.

The BOSS burner cleaner cleans the ejector 
plate, fan impellers, ignition electrodes and 
explosion connections from the oil, dirt and 
dust without any trace or residue.

Burner Cleaner
Burner - Igniter is developed to 
remove dirt.

500 ml.
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400 ml.

400 ml.

BOSS Multi Foam Spray is a universal cleaner. It perfectly 
cleans oils, dust and dirt on the surface. BOSS Multi Foam 
Spray is used to clean many surfaces such as metal, plastic, 
glass, ceramic and coated and lacquered surfaces.

Multi Foam Spray
General Purpose Cleaner

BOSS Citrus Cleaner provides easy cleaning of industrial 
machines, adhesive residues, rubber residues, abrasion 
residues and oil, grease, resin and tar / tar residues with its 
citrus extract formula. It can even erase ballpoint and pencil 
marks. BOSS Citrus spray cleans metal, plastic glass, ceramics, 
painted and lacquered surfaces and many more 

Citrus Cleaner
Citrus protection and cleaning

CLEANERS AND DEGREASERS
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BOSS Multi Foam Spray is a NSF approved universal cleaner. NSF approved thanks to the food, beverage, 
pharmaceutical and cosmetic industries can be used. It perfectly cleans oils, dust and dirt on the surface. 

BOSS Multi Foam Spray is used to clean many surfaces such as metal, plastic, glass, ceramic and coated and 
lacquered surfaces. "

Food, pharmaceutical and cosmetic sectors

Multi Foam Spray NSF

400 ml.Nonfood Compounds
Program Listed H1
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BOSS Silicone and Adhesive Remover (Gasket Remover) removes lacquers and paints as well as hardened 
sealing materials and adhesive residues quickly and easily from vertical surfaces. 

BOSS Silicone and Adhesive Remover (Gasket Remover) can be used in metal, wood, glass, ceramic, polyethylene 
and polypropylene. It should not be used in sensitive plastics such as PVC, synthetic, linoleum. 

Sealing Material and Adhesive Remover cleans all sealing residues in cylinder covers, oil sumps, water pumps, 
exhaust manifolds, valve covers and gearboxes. 

It removes oil, carbon residue, paint and lacquers and removes oil, resin, grease and tar. It is also used as a paint 
stripper for wood restoration and cleans all adhesives, including hardened cyanoacrylate and anaerobic 
adhesives. 

Gasket And Adhesive Remover Spray
Cleans cured sealing and adhesive products

400 ml.

BOSS Compressed Air Spray can be used as a dust 
remover in narrow areas where dust cannot be easily 
cleaned, and where the hand and hand tool cannot 
reach. 

It ensures that dust is cleaned from inaccessible 
corners, sensitive surfaces and dry and without 
contact. Compressed Air Spray hi-and video devices 
(Ex:modules, circuit boards, magnetic heads, disk 
drives), optics 

(Ex:cameras and lenses), automotive fuse boxes, 
windshield washer systems, clock mechanisms (quartz 
clocks), medical technology, model making, measure-
ment technology and electronic components and 
circuit boards. 

Compressed Air Spray
Repels dust and dirt on all surfaces

BS1240400

400 ml.

400 ml.

BOSS Electro Contact Spray perfectly cleans dirt, dust 
and oil on electronic and mechanical parts. Its special 
formula reduces voltage loss and increases the electrical 
conductivity. Electrical - Can be used on electronic 
devices and mechanical parts. 

Electro Contact Cleaner
Electronic and cleans and degreases many surfaces



200 ml.

BOSS Visor Cleaner is a non-marking spray developed for the cleaning and mainte-
nance of sensitive plastic and glass surfaces thanks to its antistatic and anti-reflec-
tion properties. Easily removes dust, dirt and grease. 

Cleans welding visors, safety glasses, safety glasses, viewing glasses on CNC 
machines, plastic bodies in printers and scanners, and all plastic and glass surfaces. 

Visor Cleaner
Developed for maintenance and cleaning of glass surfaces

CLEANERS AND DEGREASERS
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BOSS Screen Cleaner is a special cleaner for the cleaning and maintenance 
of sensitive plastic and glass surfaces. Antistatic and anti-reflection. 

BOSS Screen Cleaner can be used on all LCD, Curve screens (computers, 
digital frames, laptops, televisions, scanners, copiers etc.) and plastic bodies 
(computers, scanners, copiers or televisions) with its special formula.

Screen Cleaner
Antistatic non-marking cleaner

200 ml.

Nonfood Compounds
Program Listed H1
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BOSS Stainless Steel Care Spray is specially 
formulated for the cleaning, protection and 
maintenance of matt and polished stainless steel 
surfaces inside and outside and has an antistatic 
effect. 

Maintenance spray. Anti-static cleaning
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BOSS Hygenic is a maintenance and cleaning 
product for polished and matt surfaces. NSF 
approved. 

BOSS Hygenic Metal cleans, maintains and 
protects metal greenhouse, glass, wood and 
plastic surfaces. 

NSF approved universal cleaning
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Nonfood Compounds
Program Listed H1



BOSS V-BELT Spray prevents slip and noise for high 
tension belts. By extending the working life of the belt, 
it extends the life of the machines.

BOSS V-BELT, its special formula penetrates the pores, 
increases the effectiveness of the tensile strength and 
provides flexibility, thus providing wear resistance.

BOSS V-BELT is suitable for all common belt types. 
Example: V-belt, toothed belts, conveyor belts etc…

Examples of applications: generator, compressor, all 
drive belts in machines.

Maintenance spray for all belt types
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BOSS INVISIBLE GLOVES, with its special water-
proof formula, prevents the penetration of dirt 
into the pores. Prevents irritation of your hands. 

Waterproof and provides long-term protec-
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Car care product
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PROTECTION AND CARE

BOSS Cockpit Spray is a waterproof mainte-
nance product for all plastic and rubber parts in 
engine vehicles. Its permanent invisible protec-
tive layer prevents contamination, makes mainte-
nance easier and gives a shine with its special 
formula that does not hold dust. 

Cockpit Spray renews matte and worn plastics. 
Rubber does not crack, remains soft and flexible. 

BOSS Cockpit Spray eliminates squeaky and 
scratchy sounds, maintains instrument panels, 
interior trim, all plastic and rubber parts, car 
roofs covered with leather, wood, chrome and 
synthetic leather. It prevents freezing of door, 
window and bellows seals and is used as an oil 
where seat belts, seat guides, sunroofs, window 
guides, door locks and oily dirt can occur. 

Protection for sensitive surfaces

The rubber seals in the doors, hoods and luggage 
compartments of BOSS Tire & Plastic mainte-
nance and protection vehicles protect against 
freezing in winter and against the wear caused by 
temperatures in summer.
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Automobile maintenance protection

BOSS Underbody protection spray Tire and 
resin-based underbody coating spray for spot 
repairs such as finishing touch-up of small areas and 
local points after accident repair. The product is 
repaintable and PVC compatible. Complements the 
PVC and rubber -and resin-based protective 
coatings. 
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400 ml.

BOSS Rust FLASH spray removes rusty 
surface in seconds. 

It is still suitable for loosening rusted thread-
ed joints.

Rust Flash Spray
Opens Threaded Links instantly.

With its special formula, BOSS Rust converter neutralizes the 
rust layer and then forms a black layer to protect the surface. 
Good weather and UV resistance. It has excellent solvent 
resistance. Can also be used in installations and agricultural 
tools on rusty surfaces in motor vehicles 

Rust Converter
Lined rust converter

BOSS Rust remover - chemically harmless and 
has NSF approval for the food industry. 
Therefore, it can be used in food and beverage 
industry, pharmaceutical and cosmetic sectors. 

Rust remover (NSF)
NSF Approved rust remover

34

400 ml.

400 ml.
BS130400

Nonfood Compounds
Program Listed H1
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It easily removes bitumen, oil and grit splashes and / or 
sealants on painted and chrome parts, fly and insect residues 
on glass, and bird droppings on the bodywork. 

Cleaner for difficult stains
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BOSS Mold Release Agent is a silicone-free 
lubricant and release agent. The high quality combi-
nation of pure natural products of active materials 
has a high sliding effect, which prevents adhesion of 
plastics, molds, metals and tools. 

BOSS Mold Release Agent can be used for plastic 
processing and spraying, pressing and vacuum 
deforming. 

Mold Release Agent
Prevents materials from sticking to molds

400 ml.
BS1220400

Pitch Remover 

400 ml.

www.bossindustrial.com



BOSS Contact Spray is designed for the 
protection and maintenance of electrical and 
electronic cards - parts. Removes moisture 
from surfaces, prevents leakage current and 
voltage loss. It absolutely prevents oxidation 
and formation of sulky layers. 

BOSS Contact Spray can be used in speaker 
systems, gate drives, electrical outlets, fuse 
boxes, cable and electrical connections, cable 
reels and extensions, garden lighting and 
equipment. 

BOSS Sanding protection extends the life of 
all abrasive tools and increases performance 
by up to 400%. The sanding protection 
reduces the temperature during friction and 
forms a non-stick layer during sanding. It 
prevents clogging on the surface and opens 
the pores in the sanding medium. "

Contact Spray
Removes moisture from surfaces

BOSS Gum remover freezes the gums and removes them from 
the surface. With 

BOSS Gum remover you can remove gum from wood, stone, 
plastic, home textile flooring, furniture, elastic and hard floor 
coverings. 

Gum Remover
All gums

Silicone-free, suitable with all abrasives

36

400 ml.
BS1210400

400 ml.

Sanding Protection

400 ml.
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BOSS Gas Shielded Welding Spray is applied to the places you 
do not want to be damaged before welding in order to elimina-
te the splash damage during welding. BOSS Gas shielding spray 
does not contain silicone. After welding, there is no need to 
clean the surface with BOSS Cleaning spray for the parts to be 
painted, coated, anodized and galvanized. 

Inert-gas Protection
Excellent Protection

BOSS Label Remover removes the labels and residues of 
rubber and acrylate based adhesives without any problem. 
Suitable for glass, metal, wood, foil and plastic surfaces.

Example: Price, address, promotional tags are suitable for 
use. 

Label Remover

All tags

400 ml.

400 ml.

www.bossindustrial.com





lubRİCANTİNG AND 
MULTİFUCTİONAL OİLS
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Multifuctional Oils

Multi Spray

BOSS Multi Spray is a multi-purpose product that combines lubrication, protec-
tion, rust removal and cleaning in a single product with its perfect formula. 

BOSS Multi Spray loosens jammed threaded connections, bolts, fittings and 
jammed, penetrates and dissolves rusty surfaces, removes moisture from electri-
cal - electronic surfaces and cleans. It removes the jammed and rusted connec-
tions at the joints of all moving and fixed connections and removes any possible 
noise. 

Thanks to its special formula, it cleans metal surfaces and does not leave stains on 
surfaces thanks to its dust-free feature. It protects all tools, electrical and mechan-
ical precision devices and keeps them operational. 

Universal multi-purpose oil

BOSS Multi Spray is a multi-purpose product that combines lubrication, protec-
tion, rust removal and cleaning in a single product with its perfect formula. 
Approved by NSF. 

BOSS Multi Spray loosens jammed threaded connections, bolts, fittings and 
jammed, penetrates and dissolves rusty surfaces, removes moisture from electri-
cal - electronic surfaces and cleans. It removes the jammed and rusted connec-
tions at the joints of all moving and fixed connections and removes any possible 
noise. 

Thanks to its special formula, it cleans metal surfaces and does not leave stains on 
surfaces thanks to its dust-free feature. It protects all tools, electrical and mechan-
ical precision devices and keeps them operational. "

NSF approved, Universal multi-purpose oil

BS180500

500 ml.400 ml.

400 ml.

200 ml.

Multi Spray (NSF)

BOSS PTFE’li üniversal sprey silikon içermez,  formülü sayesinde dü�ük 
sürtünme katsayısına sahiptir, korozyon koruması, temizleme ve korumayı sa�lar. 
Tüm hareketli ve sabit ba�lantıların birle�me yerlerinde ki sıkı�mı� ve pas 
tutmu� ba�lantılarını çözer ve olası sesleri giderir Özel formülü sayesinde Metal 
yüzeyleri temizler, toz tutmama özelli�i sayesinde yüzeylerde leke dahi bırakmaz. 
Tüm aletleri, elektrik ve mekanik hassas cihazları korur ve onları i�ler halde tutar.

Universal multi-purpose silicone-free oil

Multi Spray (PTFE)

Double

Nozzle

Nonfood Compounds
Program Listed H1
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Perfect Foam Cut (Perfect Cutting)

Foam cutting oil for all metals

BS1380400
400 ml.

Perfect Cut (Perfect Cutting)

BOSS Drilling and Cutting Foam spray extends the life of tools and 
increases performance during cutting and drilling with its excellent 
lubricating properties. It can be used in drilling, cutting, turning and 
sanding applications. The foam holds on the surface for a long time, 
maximizing productivity. 

BOSS Drilling and Cutting Foam spray extends the life of tools and 
increases performance during cutting and drilling with its excellent 
lubricating properties. It can be used in drilling, cutting, turning and 
sanding applications. The foam holds on the surface for a long time, 
maximizing productivity. 

Cutting oil for all metals
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Multifuctional Oils

MoS2 Lub - Lack

Dry lubrication

400 ml.

BOSS Silicone Spray is an excellent lubricant and release agent for production and 
maintenance. It also acts as a protective and care agent for plastic, rubber and 
metal. Silicone Spray forms a long-lasting release film and retains its surface 
properties. Temperature resistance: Resistant to + 250 ° C (+ 482 ° F). NSF H1 
approved. It can be used on metal, stainless steel, plastic, rubber and many 
surfaces.

BOSS MoS2 Lub - Lack is a water repellent dry oil that does not contain oil, dirt 
dust and many chemical resistant greases. It adheres to metal, plastic and wood 
surfaces. It has a temperature resistance between -185 ° C / + 400 ° C. Sliders 
with high pressure load facilitate the sliding speed.

Lubricant and detacher

BS1280500

400 ml.

Silicon Spray

Silicone Spray (NSF)

BOSS Silicone Spray is an excellent lubricant and release agent for 
production and maintenance. It also acts as a protective and care 
agent for plastic, rubber and metal. Silicone Spray provides long-lasting 
separation and maintains surface properties. Temperature resistance: 
Resistant to + 250 ° C (+ 482 ° F). NSF H1 approved. Can be used on 
metal, stainless steel, plastic, rubber and many surfaces "

NSF approved, slider and separator

400 ml.
Nonfood Compounds

Program Listed H1



200 ml.

BOSS Pneumatics Oils lubricates and protects pneumatic equipment 
and accessories, thus repelling water and moisture and cleaning the 
surface, while constantly protecting the pneumatic components from 
corrosion. BOSS Pneumatic Oils is temperature resistant from -50 ° 
C (-58 ° F) / +215 ° C (+ 419 ° F). BOSS Pneumatics oils are resistant 
to air resistance in high bars. 

PTFE spray lubricant for pneumatic equipment

Pneumatic Lubricator
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PTFE Dry Lubrication Spray

BOSS PTFE-Spray is a grease-free, PTFE-based dry lubricant with 
excellent lubricant properties. BOSS PTFE Spray adheres to all metals, 
plastics and wood surfaces. The high PTFE content greatly reduces the 
coefficient of friction. It repels dirt, dust and water and is resistant to 
oils, grease and many chemicals. 

BOSS PTFE Spray can be used in impellers and guides, conveyor belts, 
transport relays, latches, windows, cutting tools and packaging 
machines. Examples of applications: Permanent oil for shafts in plastic 
bearings can be used as a sealant in various sealing gaskets (paper, 
cork etc.) thanks to its water repellent properties. Used in cases 
where oil or grease is not permitted 

Dry Lubrication

BS120400
400 ml.

PTFE Spray (NSF)

BOSS PTFE-Spray is a grease-free, PTFE-based dry lubricant with 
excellent lubricant properties. BOSS PTFE Spray adheres to all metals, 
plastics and wood surfaces. The high PTFE content greatly reduces the 
coefficient of friction. It repels dirt, dust and water and is resistant to 
oils, grease and many chemicals. 

NSF Approved. Can be used in the food industry (Food and Beverage) 

BOSS PTFE Spray can be used in wheels and guides, conveyor belts, 
transport relays, latches, windows, cutting tools and packaging 
machines. Examples of applications: Permanent oil for shafts in plastic 
bearings can be used as a sealant in various sealing gaskets (paper, 
cork etc.) thanks to its water repellent properties. Used in cases 
where oil or grease is not permitted

NSF approved dry lubrication

400 ml.

Nonfood Compounds
Program Listed H1
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Lubricants - Multifunctional Oils

Chain & Rope

400 ml. BS110500

BOSS Chain and Rope Lubrication Spray creates a synthetic and 
transparent adhesive surface for permanent internal and external 
lubrication of all types of high-tension chains and wire ropes. 

BOSS Chain and Rope Spray is particularly strong adhesive, has 
excellent creep properties, suppresses noise, repels water and 
prevents elongation, friction and wear. 

BOSS Chain and Rope Spray can be used in all types of chain and wire 
rope, sprocket, worm gears, fast running machine parts, joints, 
couplings, pulleys, ball bearings and spring assemblies in many 
industrial applications. "

High friction resistance

Nonfood Compounds
Program Listed H1

Super-lub (Super Lubricant)

BOSS Super-Lub is a special adhesive lubricant and has NSF H1 
approval for the food industry. Therefore, it can be used in food, 
beverage, pharmaceutical and cosmetic industries. 

Water repellent and pressure resistant. It does not damage plastic 
and elastomer materials. 

BOSS Super-Lub can also be used in many industrial applications 
(gears, bolts, fittings, spring assemblies and ball bearings). Particularly 
suitable for service and maintenance in the breweries and beverage 
industry, industrial slaughterhouses, canning factories, coffee roasting 
facilities, industrial kitchens, swimming pools, hotels, hospitals and 
places where direct contact with food cannot be prevented. 

NSF approved excellent lubrication

Nonfood Compounds
Program Listed H1

www.bossindustrial.com

400 ml.
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Liquid Grease Mos2

400 ml.

BOSS Liquid grease Moss is high pressure 
resistant and resistant to abrasion and 
abrasion for a long time. BOSS Liquid grease 
Mos2 is suitable for shafts, rolling and sliding 
bearings, milled shafts, gears. 

BOSS Liquid ges Mos2 can be used in 
industry, industry, rolling mills and agricultural 
tools 

BOSS Liquid Grease NFS is odorless and tasteless oil. Specially formulated to meet the 
needs of the food, cosmetic and pharmaceutical industries. High temperature resistant and 
NSF approved. 

BOSS Liquid Grease NFS is especially suitable for service and maintenance in the beverage 
industry (Beer-Beverage etc.,), industrial slaughterhouses, canning factories, coffee roasting 
facilities, industrial kitchens, swimming pools, hotels, hospitals and places where direct 
contact with food cannot be prevented. 

High pressure resistance

NSF approved, Excellent lubricant spray

Liquid Grease White Spray (NSF)

Liquid Grease Powerfull 

400 ml.

400 ml. BS1250400

BOSS Liquid grease Powerfull is a grease 
that provides strong protection for aggres-
sive surfaces. It is a corrosion preventive 
grease in marine industry and underwater 
applications. 

BOSS Liquid grease Suitable for powerfull 
rolling and plain bearings, milling shafts, 
gears. 

BOSS Liquid ges Powerfull can be used in 
industry, industry, rolling mills and agricul-
tural tools "

Used even underwater applications

Liquid Grease White Spray

400 ml. BS170400

BOSS Liquid Grease - White - is a 
multi-purpose product with excellent 
adhesion, excellent wear and pressure 
resistance. 

The addition of special anti-corrosive and 
anti-corrosion additives achieves tempera-
ture stability from -20 ° C to + 150 ° C (-4 
to + 302 ° F) with long-term service life 

BOSS Liquid Grease - White - rods in many 
industrial applications can be used for 
long-term lubrication of gear wheels, 
relays, ball bearings, hinges, guides and all 
joints and fittings. 

Excellent lubricant spray

Nonfood Compounds
Program Listed H1



100 ml- 400 ml
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Anti-Seize Spray

BS190400

BOSS Anti-Seize Mounting Spray has high tempera-
ture resistance and excellent separating properties. 

BOSS Anti-Seize is used as a preservative, release 
agent and lubricant for high-tension parts. Ideally 
compatible solids and selected solids offer a wide 
range of uses. 

BOSS Anti-Seize protects against corrosion, adhesion 
and wear, hold-release phenomena, oxidation, 
abrasion corrosion and electrolytic reactions (’’ cold 
welding ’’). 

Excellent protection for temperature, 
corrosion and cold welding

BOSS Anti-seize NSF mounting NSF Approved mounting paste spray without metal in the 
spray. B

OSS Anti-seize NSF is suitable when mounting spray causes electrolytic reactions, 
nickel-containing products should be used for health reasons and dark metal-containing 
products should not be used for optical reasons. It can be used in many industrial applica-
tions. 

NSF approved perfect protection for cold welding
Anti-Seize Spray (NSF)

Nonfood Compounds
Program Listed H1

400 ml. 

BOSS Copper Paste Assembly Spray is a strong protective, release agent and lubricant with high 
temperature and corrosion resistance. It does not contain sulfur, lead or nickel. 

BOSS Copper putty is used as mounting oil in threaded joints and sliding surfaces. It protects the 
joints from corrosion in all threaded areas and forms an effective lubricant and release layer over 
the surface without sticking. 

Car and truck battery terminals can be used to reduce vibration in other electrical connections, 
brake cams and brake pads, compressed air and hydraulic hammers. 

Protective, separator and lubricant in high temperature applications
Copper Paste Spray

Nonfood Compounds
Program Listed R2

400 ml. 
BS1290400

Assambly Sprays



Adhesive Spray
Extra Strong

500 ml
BS1230500

BOSS Adhesive Spray - Extra strong - 
the perfect formula for strong and 
permanent bonding on rough and 
uneven surfaces. The special valve 
allows for an infinite variety of 
adhesive quantities.

BOSS Adhesive Spray -Extra strong -
Felt, PVC foil, fake leather, carpet, 
plastic, cardboard, foam and porous 
rubber, insulating materials, soft 
foam, vinyl, leather, rubber, metal and 
wood can be used for adhesion. It is 
also suitable for large area bonding.

High strength adhesive

BOSS Adhesive Spray - the perfect formula for strong and permanent bonding on strong, rough and uneven 
surfaces. The special valve allows for an infinite variety of adhesive quantities. 

BOSS Adhesive Spray - strong - felt, PVC foil, fake leather, carpet, plastic, cardboard, foam and porous rubber, 
insulating materials, soft foam, Vinyl, leather, rubber, metal and wood can be used for adhesion. Also suitable for 
large area bonding "

Universal use
Adhesive Spray 

500 ml. 

BOSS Adhesive Spray - the perfect formula for rough and uneven surfaces and permanent joints where it needs to 
be adjusted. 

BOSS Adhesive Spray - felt, PVC foil, fake leather, carpet, plastic, cardboard, foam and porous rubber, insulating 
materials, soft foam, Vinyl, leather, rubber, metal and wood can be used for adhesion. Also suitable for large area 
bonding adhesives 

Note: BOSS Adhesive spray must be applied on one side only to be removable. When applied to both surfaces it 
becomes permanent. 

Detachable: Low strength.
Adhesive Spray - Removable

500 ml. 
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Adhesive Sprays



Leak Detection Spray and Crack Control Spray

Leak Detection Spray

BOSS Leak Detection Spray has been tested and 
approved by DIN-DVGW. (certificate No: 
5170AO0659) The spray can be used quickly, 
easily and reliably to detect cracks and capillaries 
in pressurized gas and water pipes.

BOSS Leak Detection Spray does not harm 
plastic pipes with its special formula.
It is used in pneumatic, gas, water and brake lines.

Approved by DVGW, non-flammable.
It can be applied even in water pipes (plastic).

400 ml. 
BS1390400
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500 ml. 

500 ml. 

500 ml. 

Crack Control Spray Group

It is applied to make the surface compatible for 
penetrant testing.
Suitable for metals, ceramics, glass and many plastics.
Note: The suitability of the plastic material must be 
checked beforehand.

The crack control - penetrant group consists of 4 processes.
Cleaning, Diffusion, Cleaning and Penetrant testing.

Cleaner

500 ml. 

It is applied to make the surface compatible 
for penetrant testing.
Suitable for metals, ceramics, glass and many 
plastics.
Note: The suitability of the plastic material 
must be checked beforehand.

Cleaner

The product applied to the surface for crack 
control has very good friction properties. Its 
color is red. Can be cleaned with solvent.
Suitable for metals, ceramics, glass and many 
plastics.
Note: The suitability of the plastic material 
must be checked beforehand.

Diffusion

The final application developer material is 
applied and possible cracks and capillary 
spots occur. Solvent based.
Suitable for metals, ceramics, glass and many 
plastics.
Note: The suitability of the plastic material 
must be checked beforehand.

Standards and regulations;
The sample was tested according to DIN EN ISO 3452-2. 
DIN EN ISO 3452-2 and ASME Code, Section V, Article 6.
Low sulfur and halogen content according to AREVA NP TLV 
9017.

Custom Developer

1

2

4

3

1 Cleaning the surface with a cleaner

3
Clean again to remove excess 
diffusion agent

4 Developer's implementation and visual analysis

2 Sprayed Diffusion
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Seal & Fix (Repair Spray)

BOSS Seal & Fix 100% rubber spray applied 
to cracks and holes to stop leaks. Resistant to 
rust, mildew, UV rays and corrosion.

With its durable rubber coating, BOSS Seal & 
Fix is 100% waterproof. It will cover almost 
any surface, creating an extremely elastic, 
strong and permanent layer.

Can be used on: PVC Drainage, Gutters, 
Channels, Roofs, Flashing, All Metals, Plumbing, 
HVAC Units, Wood, Fiber Glass, Dry Wall, 
Concrete, Asphalt, Pipe, Plastic, Crack, Hole, 
Leakage, Cracks, Joints, Port, Marine, Caravan, 
Boats, Farm Equipment, Automotive, Motor-
cycle, Snowmobiles, Trailers, Cooler Pans, 
Cement Cracks, Repair and Restorations

Odor remover Provides the elimination of bad odors that occur in the 
ventilation ducts and in the vehicle. Leaves a pleasant and fresh scent. 

Repair spray instantly cuts water leaks

Deodorizing

400 ml. 

400 ml. 
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Smoke Detector Test Spray

BOSS Smoke detector spray can test optical and photoelectric smoke 
detectors quickly and reliably. BOSS smoke detector leaves no trace. 

No residue. Evaporates and does not contain silicone

Freezer Spray

BOSS Freezer spray can be used in the industrial sector to find problems in electronics with its 
non-conductive properties. 

BOSS Freezer Spray cools down to -45 ° C. Can be used in many industrial applications. 

Can cool down to -45 °C

150- 250 ml. 

Starter Spray

BOSS Starter spray is suitable for easy and safe starting of combus-
tion engines. 

Suitable for long term engine failures, humid weather and low 
temperatures. 

The spray protects both the engine and the battery. Suitable for 
diesel and petrol vehicles. It can be used in agricultural machinery, 
motorcycles, automatic saws and marine engines. 

For all types of diesel and gasoline engines

400 ml. 

400 ml. 
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Our Food Spray Technical Group meets your needs both in terms of 
quality and safety. We have developed special products for different 
applications that meet the high requirements of the National Sanitation 
Foundation (NSF). These products can be used in sensitive areas such as 
the food, beverage, pharmaceutical, cosmetic and food industries.

Silicone Sprey (NSF)
High slip and separation effect
Temperature resistance from -30 ° C to + 250 ° C
NSF-H1 approved

400 ml. 

White Lithium Spray (NSF)

white high temperature grease
odorless and tasteless
NSF-H1 approved

400 ml. 

Rust Remover (NSF)

Penetrates the smallest gaps
Mechanical parts and electrical contact
provides function
Long-term protection against corrosion and 
oxidation

400 ml. 

Hygenic Metal Spray

for matt and glossy surfaces
stainless steel, ceramic,
for glass, plastic, wood
NSF approved

400 ml. 

Foam Cleaner

Special cleaner for the food industry
Universally available
NSF A1 registered

400 ml. 

Multi Spray (NSF) 

Resin and acid-free
Excellent creep property
Lubrication, water repulsion, corrosion 
protection, cleaning and protection with a 
single product

400 ml. 

Super-Lub

High bond strength and compressive strength
Noise absorption and water repellency
Prevents elongation, friction and wear

400 ml. 

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1
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PTFE Spray (NSF)
Dirt, dust and water repellent
Resistant to oil, grease and many chemicals
Contributes to the improvement of occupa-
tional safety and health

400 ml. 
B12458

Anti-Seize NSF
High temperature resistant white mounting paste
Metal-free
NSF-H1 approved

400 ml. 
B12458

Hygenic Cleaner Spray 
PH is neutral and does not damage the material surface
Metals, such as glass, ceramic and rubber
Can be used with many materials
Contributes to occupational safety

500 ml. 

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Nonfood Compounds
Program Listed H1

Classification

h1

h2

a7

c1

a1

Temizleyiciler

Ya�layıcı, Ayırıcı ve Korozyon koruyucu

Registration of usability as a lubricant or release agent in 
any area, even if accidental contact with foodstuffs is 
possible.

Registration of usability as lubricant, release agent or 
corrosion protection agent in all areas. Avoid contact with 
food.

Registration of usability as a metal cleaner in all areas, 
limited to food-free surfaces.

The universal cleaner is only for areas where direct 
contact with food is prevented. Surfaces and accessories 
should be washed with drinking water after cleaning.

General use registration outside of production areas.
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Color Odor Temperature resistance Volume Shelf Life
(months) Special features

Anti-Seize Assembly Spray anthracite
synthetic 
oil blend

-180°C (-292°F) up to 
+1.200°C (+2.192°F)

400 ml 24
Compatible with MIL907D, 
extreme high pressure resistance

Anti-Seize Assembly Spray NSF white
medical 
white oil

-40°C (-40°F) up to 
+1.400°C (+2.552°F)

400 ml 24
Excellent protection against adhesion of high alloy 
steels (NSF H1)

Underbody Protection black solvent -20° to 70°C 500 ml 24 Solvent-free, thixotropic based on rubber and resins.

Copper Paste Spray copper mineral oil
-20°C (-4°F) up to 

+1.100°C (+2.012°F)
400 ml 24 High temperature resistance.

Compressed Air Spray ----
almost 
odorless

---- 400 ml 24 contactless cleans

Burner Cleaner colorless citrus ---- 500 ml 24 non-residual evaporation

Crack Control Cleaner colorless solvent
0°C (+32°F) up to 

+50°C (+122°F)
500 ml 24 non-residual evaporation

Crack Control Custom Devoleper
Spray white solvent

0°C (+32°F) up to 
+50°C (+122°F)

500 ml 24 Reliable indication of material defects.

Crack Control Diffusion red solvent
0°C (+32°F) up to 

+50°C (+122°F)

0°C (+32°F) up to 
+50°C (+122°F)

0°C (+32°F) up to 
+50°C (+122°F)

0°C (+32°F) up to 
+50°C (+122°F)

-20°C (-4°F) up to 
+130°C (+266°F)

-10°C (+14°F) up to 
+50°C (+122°F)

500 ml 24 Very good penetration properties

Citrus Cleaner colorless citrus ---- 400 ml 24 non-residual evaporation

Gasket And Adhesive Remover pink citrus ---- 400 ml 12 Strong

Disc Brake Noise Preventive red solvent 400 ml 18 Acoustic

Freezer Spray -----
citrus

odorless
---- 400 ml 24 Cooling point shot to -45 ° C.

Smoke Detector Test Spray colorless solvent ----
150 ml
250 ml

24 Silicone-free, non-residual evaporation

Electro Contact Cleaner colorless solvent ---- 400 ml 24 High-purity solvents

Label Remover colorless citrus ---- 500 ml 24 removes paper and foil labels with special spatula

Brake Cleaner colorless citrus ---- 500 ml 24 non-residual evaporation

Inert-gas Protection colorless solvent ---- 400 ml 24 Tested by SLV, silicone-free

Invisible Gloves (Foam) white odorless --- 200 ml 24 Contains liposome, dermatologically tested

Hygenic Spray colorless solvent 400 ml 24 Approved by NSF K1 / K3

Hygenic Metal Spray milky
almost 
odorless

--- 400 ml 24 Antistatic effect values.

Leak Detection Spray milky
citrus

odorless
400 ml 24

oksijen için DVGW tarafından test edilmi�tir ve 
CO2 için uygundur

Mold release colorless solvent 400 ml 24 Silicone-free

Mold Cleaner colorless citrus ---- 500 ml 24
Removes wax, oils, silicones and residues from 
molds and tools.

Cockpit Spray colorless

colorless

citrus ---- 400 ml 24 Discreet satin finish

Contact Spray solvent
-20°C (-4°F) up to 
+150°C (+302°F) 

400 ml 24 Eliminates moisture, protects electrical contacts

Foam Cleaner white citrus ---- 400 ml 24 Approved by NSF A1

Deodarizing colorless citrus 400 ml 24 Prevents smells in the environment.

Startes Spray colorless solvent ---- 400 ml 24 For all combustion engines

Hinge and Lock Spray colorless odorless
-25°C (-13°F) up to 
+120°C (+248°F) 

200 ml 24 resin-free and acid-free mineral oil

MoS  Lub – Lack anthracite 
white

solvent
-185°C (-301°F) up to 

+400°C (+752°F) 
400 ml 24 MoS2 based dry oil

Multi Spray yellowish vanilla
-50°C (-58°F) up to 
+210°C (+410°F) 

400 ml
500 ml

24 Multifunctional oil with various effects

Multi Spray NSF beige
almost

odorless
-50°C (-58°F) up to 
+210°C (+410°F) 

400 ml 24
Loosen, lubricates, protects, separates and maintains
Approved by NSF H1

Multi Spray PTFE yellowish vanilla
50°C (-58°F) up to 
+210°C (+410°F) 

150 ml 
400 ml

24 High performance lubricating oil PTFE

Multi Foam Spray white citrus --- 400 ml 24 Biodegradable
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Color Odor Temperature resistance Volume Shelf Life
(months) Special features

Pas Flash Spray solvent --- 400 ml 12
Removes rusted-tight screw connections of any 
type in seconds

Rust Remover NSF beige

colorless

almost
odorless

almost
odorless

-20°C (-4°F) up to 
+150°C (+302°F) 

400 ml 24
Loosens, lubricates, cleans and protects, 
NSF H1 approval

Rust Converter Artificial 
resin

-50°C ile +80°C up to  
(-58°F ile +176°F) 

(briefly <15 m. with 
+160°C/+320°F ) 

 
400 ml 24 Rust converting, priming, sealing

Stainless Steel  Care Spray colorless

beige
colorless

-20°C (-4°F) up to 
+130°C (+266°F 

400 ml 24 Antistatic effect, indoors and outdoors

Plastic - Rubber Care & Protector colorless citrus --- 500 ml 24 For sensitive plastic and rubber surfaces

Plastic Cleaner colorless citrus --- 500 ml 24 For sensitive plastic and rubber surfaces

Perfect Cut colorless
almost

odorless up to +200°C (+392°F) 400 ml 12 Biodegradable

Perfect Foam Cut colorless
almost

odorless up to +200°C (+392°F) 400 ml 12 Biodegradable

Pneumatic Oils yellowish vanilla
-50°C (-58°F) up to 

+210°C (+410°F)
400 ml 12

Lubricant for pneumatic equipment, 
high PTFE content

PTFE Spray white solvent
-180°C (-292°F) up to 

+250°C (+482°F) 
400 ml 24 PTFE based dry oil

PTFE Spray NSF Yellowish
colorless 

almost
odorless

-180°C (-292°F) up to 
+260°C (+500°F) 

400 ml 24 NSF H2 approved

PTFE Drylube Spray white solvent
-180 °C (-292 °F) up to 

+ 250 °C (+ 482 °F)
400 ml 24 PTFE based dry oil�

Gum Remover ---
almost

odorless
--- 400 ml 24 Cleans even old gum or remnants of modeling days.

Seal & Fix grey solvent
-50°C (-58°F) up to 

+100°C (+212°F 
400 ml 24 Safe and fast sealing.

Silicone Spray colorless solvent
-50°C (-58°F) up to 
+250°C (+482°F) 

500 ml 24 silicone oil based

Silicone Spray NSF pink solvent --- 400 ml 12 Strong

White Lithium Spray white solvent
-20°C (-4°F) up to 
+150°C (+302°F)

400 ml 24 Very good adhesive and lubricant.

SWhite Lithium Powerfull beige
almost

odorless
-25°C (-13°F) up to 

+80°C (+176°F) 
400 ml 24 Sticks even under water

White Lithium NSF Yellowish
White

almost
odorless

-40°C (-40°F) up to 
+160°C (+320°F) 

400 ml 24 Odorless and tasteless, high temperature grease

Super-lub colorless mineral oil
-40°C (-40°F) up to 
+200°C (+392°F) 

400 ml 24
Especially adhesive, compressive strength and 
waterproof, has great creep properties.

Cleaner Spray colorless orange --- 500 ml 24 non-residual evaporation

TFT/LCD Screen Cleaner white
almost

odorless
--- 200 ml 24 High compressive strength, long term grease

Visor Cleaner white
almost

odorless --- 200 ml 24 residual cleaning and neutral to surfaces

V-Belt Spray colorless mineral oil
-40°C (-40°F) up to 

+80°C (+176°F)

-20°C (-4°F) up to 
+80°C (+176°F)

-20°C (-4°F) up to 
+65°C (+149°F)

-20°C (-4°F) up to 
+65°C (+149°F)

400 ml 24 Suitable for high tension power transmission belts

Adhesive Spray Extra Strong yellowish solvent 500 ml 12
Adhesion of large surfaces, even with 
absorbent materials.

Adhesive Spray colorless solvent 500 ml 12 Does not penetrate or leave surfaces undulating

Adhesive Spray removable beige solvent 500 ml 12 large surface adhesion of light materials.

Surface Cleaner colorless solvent --- 400 ml 24 Adhesives and Sealants, before the application of materials

Chain & Rope colorless solvent
0°C (+32°F) up to 
+50°C (+122°F) 

400 ml 24 Long-term protection and lubrication

Grinding Care Protection colorless solvent
-20°C (-4°F) up to 
+130°C (+266°F)

400 ml 24 Silicone-Free

Bug - Tar Remover colorless solvent
0°C (+32°F) up to 
+50°C (+122°F) 

400 ml 24 Removes bitumen, fly and insect droppings
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Metil Siyanoakrilat bazlı orta vizkositeli, 
yüksek mukavemetli hızlı yapı�tırıcı. 
Özellikle lastik metal veya metal plastik gibi 
katı malzemelerin montajı için dizayn 
edilmi�tir, yava� ba�lantı zamanı parçala-
rın nihai tekrar ayarlanması için izin verir.

2.04
Metal - Plastic

Methyl Cyanoacrylate based, high viscosity, 
high strength, fast adhesive. Particularly 
recommended for metals, solid materials, 
metal-supported ceramics and rubber and 
plastics, the slow coupling time allows for 
final readjustment of parts. Its high viscosity 
allows it to fill wide gaps.

2.07
Metal - Plastic

General purpose, Ethyl cyanoacrylate based 
medium viscosity adhesive. Provides mode-
rate setting time. Bonds rubber, metal and 
plastic parts.
Due to its high capillary properties, it is very 
suitable for bonding ten assembled parts.

3.00
General Purpose

Ethyl Cyanoacrylate based, medium 
viscosity, general purpose quick adhesive. 
Medium connection time. For connection of 
rubber, metal and plastic parts. BOSS 3.03 
provides excellent adhesion by penetrating 
into the paint, especially on normal painted 
surfaces.

3.03
General Purpose
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METHYL CYANOACRYLATE

Medium to high viscosity, fast adhesive based on ethyl cyanoacrylate. Medium connection 
time. It is designed for connection of irregular surfaces of rubber, metal, plastic and cerami-
cs. This product has been especially optimized for porous surfaces due to its viscosity.

3.05
General Purpose, especially in Wood
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Ethyl cyanoacrylate based, high viscosity fast 
adhesive. Designed for bonding irregular 
surfaces of plastic and rubber. It allows time 
to adapt and insert parts during assembly.

3.07
Fills wide gaps

Very fast fixing adhesive based on ethyl 
cyanoacrylate. Low viscosity, EPDM, rubber 
foam, hard to adhere tires, designed for 
quick connection of soft plastics

4.02
Tough Rubber Plastic Pastes
O-ring adhesive

4.04

Very fast fixing adhesive based on ethyl 
cyanoacrylate. Low viscosity, EPDM, rubber 
foam, hard to adhere tires, designed for 
quick connection of soft plastics

Tough Rubber Plastic Pastes
O-ring adhesive

Ethyl Cyanoacrylate based general purpose, 
surface sensitive fast adhesive. Dries quickly; 
even in conditions of low humidity, on 
hard-to-stick surfaces, porous and acid-rea-
cted surfaces (such as leather, wood, tissue 
paper, cardboard, EPDM, foamed rubber).

5.01
Tough Rubber Plastic Pastes
Improved custom formula
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Ethyl Cyanoacrylate based gel viscous 
adhesive. Specifically formulated for porous 
or absorbent materials. Gel density 
provides ease of use without dripping on 
vertical surfaces.

5.03
General purpose, leather and gluing
on hard surfaces

Ethyl Cyanoacylate based general purpose, 
surface sensitive fast adhesive. Dries quickly; 
even in conditions of low humidity, on 
hard-to-stick surfaces, porous and acid-rea-
cted surfaces (such as leather, wood, tissue 
paper, nonwoven, cardboard, metal, foamed 
rubber).

5.05
In environments with low humidity

Ethyl Cyanoacrylate based general purpose, 
surface sensitive fast adhesive. Dries quickly; 
even in conditions of low humidity, on 
hard-to-stick surfaces, porous and acid-rea-
cted surfaces (such as leather, wood, tissue 
paper, nonwoven, cardboard, metal, foamed 
rubber).

5.13
Special formula

Nonfood Compounds
Program Listed P1

Ethyl Cyanoacrylate based gel viscous 
adhesive. Specifically formulated for porous 
or absorbent materials. Gel density 
provides ease of use without dripping on 
vertical surfaces.

5.07
Gel, vertical surfaces and large cavities
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RE BOSS 6.02 is an ethyl cyanoacrylate adhesi-

ve with improved temperature resistance 
and low viscosity. Particularly suitable for 
bonding rubber, plastics and metals where 
prolonged exposure to heat is required.

6.02
High temperature resistance

BOSS 6.04, fast adhesive with improved 
temperature resistance. Particularly suitable 
for tires, plastics and metals, where exposu-
re to extended temperatures is required.

6.04
High temperature resistance

BOSS 6.02 is an ethyl cyanoacrylate adhesi-
ve with improved temperature resistance 
and low viscosity. Particularly suitable for 
bonding rubber, plastics and metals where 
prolonged exposure to heat is required.

6.05
High temperature resistance

Ethyl Cyanoacrylate based high viscosity 
adhesive. Rubber, plastic, metal, ceramic, 
wood and especially composite bonding is 
designed. It can withstand high temperatu-
res up to 180 ° C. It can be easily applied 
with automatic dosing systems. The high 
viscosity formulation and set-up time allow 
filling large gaps and repositioning the parts.

6.08
High temperature resistance
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Alkoxy - Ethyl Cyanoacrylate based low 
viscosity fast adhesive. Low odor, non-irrita-
ting, no blooming / whitening, for appearan-
ce-sensitive installations. Particularly suitab-
le for use in unventilated or confined spaces.

7.00
Odorless

Alkoxy - Ethyl Cyanoacrylate based medium viscosity quick adhesive. Low odor, 
non-irritating, no blooming / whitening, for appearance-sensitive installations. 
Particularly suitable for use in unventilated or confined spaces.

7.03
Odorless

Alkoxy - Ethyl Cyanoacrylate based medium 
viscosity quick adhesive. Low odor, non-irri-
tating, no blooming / whitening, for appea-
rance-sensitive installations. Particularly 
suitable for use in unventilated or confined 
spaces.

7.05
Odorless

Alkoxy - Ethyl Cyanoacrylate based low 
viscosity fast adhesive. Low odor, non-irrita-
ting, no blooming / whitening, for appearan-
ce-sensitive installations. Particularly suitab-
le for use in unventilated or confined spaces.

7.01
Odorless

Alkoxy - Ethyl Cyanoacrylate based fast 
adhesive. Low odor, non-irritating, no 
blooming / whitening, for appearance-sensi-
tive installations. Particularly suitable for use 
in unventilated or confined spaces. Delayed 
fixing time allows adjustment of parts 
during assembly.

7.07
Odorless

Nonfood Compounds
Program Listed P1



Ethyl Cyanoacrylate based medium viscosity 
flexible adhesive. Suitable for flexible and 
porous surfaces. Good breaking strength.

4.07
Flexible and porous surfaces

MODIFIED

Ethyl Cyanoacrylate based high viscosity 
fast adhesive. Designed to bond plastic and 
rubber together or with metal. Its high 
viscosity allows it to fill wide gaps. The slow 
connection time allows the parts to be 
adjusted during assembly. Provides excellent 
elastic adhesion due to rubber particles 
inside. It is an excellent solution especially 
for bonding conveyor belts.

3.09
Flexible bonding

BOSS 8.03, low viscosity, ethyl cyanoacrylate adhesive with improved heat 
and impact resistance. Suitable for rubber and metal bonding. The curing 
time allows time for adjustment before assembly. Temperature resistant to 
+120 ° C

8.03
High impact resistance

64
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The ethyl cyanoacrylate was modified. Low 
viscosity, flexible, resistant to impact, shock 
and peeling loads. Excellent adhesion to 
rubber, plastic and metal surfaces. Resistant 
to sudden changes in temperature.

8.04
Improved flex resistance

BOSS 8.05, high viscosity, excellent tensile and impact resistant ethyl 
cyanoacrylate adhesive. Suitable for rubber, metal and plastic bonding.

8.05
Excellent breaking resistance (Modified)

The ethyl cyano acrylate was modified. (It has rubber particles in its compo-
sition.) Flexible (resistant to shock), shock and peeling loads. Excellent 
adhesion to rubber, plastic and metal surfaces. Excellent heat resistance (120 
° C)

8.07
Extremely Flexible



Products
Specific 
Weight

Viscosity
(+25°C mPa s)

Gap-filling
(micron)

Tensile Strength
(ISO 6922)

N/mm²

2.04 1,10 80 - 150 10 - 100 25 - 30

2.07 1,19 1200 - 1800 10 - 200 25 - 30

3.03 1,06 40 - 80 10 - 60 12 - 25

3.04 1,10 350 - 450 10 - 150 15 - 23

3.07 1,10 1200 - 1800 10 - 200 18 - 25

4.02 1,10 5 - 10 10 - 40 12 - 25

4.04 1,10 10 - 30 10 - 100 12 - 25

5.01 1,10 5 - 10 10 - 40 18 - 25

5.03 1,06 80 - 150 10 - 150 15-25

5.13 1,06 80 - 150 10 - 150 15-25

5.05 1,06 600 - 1200 10 - 150 12 - 25

5.07 1,05 2000 - 2500 THIXO 0,5 mm 18 - 25

6.02 1,06 80 - 110 10 - 150 18 - 25

6.05 1,06 600 - 1000 10 - 200 18 - 25

7.00 1,06 3 - 10 10 - 30 10 - 20

7.01 1,06 10 - 20 10 - 40 10 - 20

7.03 1,07 80 - 150 10 - 150 10 - 25

7.05 1,1 1000 - 1500 10 - 200 10 - 25

7.07

3.09 1,06 500 - 1500 10 - 200 18 - 25

4.07 1,05 1000 - 2000 10 - 200 12 - 25

8.03 1,06 100 - 200 10 - 150 12 - 25

8.04 1,06 100 - 200 10 - 150 12 - 25

8.05 1,10 4000 - 5000 10 - 250 12 - 25

8.07 1,10 2000 - 4000 10 - 250 12 - 25

www.bossindustrial.com
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BOSS INDUSTRIAL Cyanoacrylate (Quick Adhesives) has been developed to quickly bond a wide range of different materials 
with each other. They cure with the smallest moisture on the surfaces of the products to be bonded.

SURFACES:
Metal, Plastic, Rubber, Paper, Wood and Cork.
In combination with BOSS C-Primer:
Polyethylene, Polypropylene, EPDM, Silicone rubber and PTFE.

CYANOACRYLATE ADHESIVES
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BENEFITS:
Cure in seconds at room temperature.
Allows high resistance in a short time.
Solvent-free.
Allows smooth assembly without mechanical tools (rivets, screws, welding).
Easy dispensing by hand or dosing systems.

Three different chemical bases for special needs:
Methyl for metals
Ethylly universal and specially modified versions
Alcoxy, no flowering - odor-free
It can withstand high temperature.

Shear Strength
N/mm²

Explanation

20 - 25 (1)
High strength, fluent. Penetrates capillary points. It is used in metal - metal, metal - plastic and metal - rubber 
combinations. Resistant to chemicals.

High strength, high viscosity. Fills the gaps. It is used in metal - metal, metal - plastic and metal - rubber combinations.18 - 25 (1)

Medium viscosity.  It is used in rubber, plastic, wood, metal and ceramic combinations. Designed for irregular surfaces.

High viscosity. It is used in rubber, plastic, wood, metal and ceramic combinations. Designed for irregular surfaces.

Low viscosity. It is especially used for the fast adhesion of hard plastic, hard rubber (EPDM) and elastomers.

Low viscosity. It is especially used for the fast adhesion of hard plastic, hard rubber (EPDM) and elastomers.

General purpose. Fluent. Suitable for rubber, plastic, metal and painted surfaces. Resistant to chemicals.13 - 18 (2)

13 - 20 (1)

13 - 18 (1)

13 - 18 (2)

13 - 18 (2)

13 - 18 (1) Low viscosity. cures quickly on acidic surfaces.

15 - 20 (1) General purpose. Faster settings on acidic surfaces, leather, wood and metals. High temperature resistance 120 ° C.

15 - 20 (1) General purpose. Faster settings on acidic surfaces, leather, wood and metals. High temperature resistance 120 ° C.

12 - 20 (1)
Medium viscosity. It is also successful for general purpose, porous and hard-to-stick surfaces such as paper, leather, 
cork, fabric, wood and low-moisture surfaces. Resistant to chemicals.

13 - 18 (1)

14 - 22 (1) General purpose, for assemblies subjected to temperature up to +180°C.

Liquid gel. Recommended for assembly lines for bonding porous and vertical surfaces.

14 - 22 (1) General purpose, for assemblies subjected to temperature up to +130°C.

12 - 22 (1) Odorless. Low viscosity (Does not bloom)

12 - 22 (1) Odorless. High viscosity (Does not bloom)

13 - 18 (1) General Purpose. Odorless.  (Does not bloom)

16 - 20 (1) High viscosity. Fills wide gaps. Odorless (Does not bloom)

High viscosity. Odorless.  (Does not bloom)

15 - 25 (1) Elastomeric. Black Color. General Purpose

15 - 25 (1) High viscosity. Flexible. High impact resistance.

Improved and flexible. High temperature.

High temperature. Black Color. Improved and flexible.

15 - 25 (1)

15 - 25 (1)

18 - 25 (1) General purpose. High viscosity. reinforced. High performance. 

18 - 25 (1) General purpose. High viscosity. reinforced. High performance. Flexible.Black Color. 



MMA 8.000

BOSS MMA 8.000 is a 2-part structural bonding 
adhesive based on
a blend of methacrylates. 
BOSS MMA 8.000 is designed for high strength struc- 
tural bonding of composites, metals and thermoplasti-
cs while remaining crystal clear. 
BOSS MMA 8.000 is ideally suited to bonding transpa-
rent substrates.
It offers excellent chemical resistance including 
hydrocarbon solvents and acids and bases from 3-10 
pH.

BOSS MMA 8.005 is a 2-part structural bonding adhesive based on Methyl methacrylate. 
MXP5 is designed for high strength structural bond- ing of composites, metals and 
thermoplastics. BOSS MMA 8.005 is available in natu- ral, white, black and grey. Other 
products in the MMA range provide faster and slower working times.
BOSS MMA 8.005 offers excellent chemical resistance including hydrocarbon sol- vents and 
acids and bases from 3-10 pH.

Excellent Transparency

MMA 8.005

MMA Adhesives
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MMA 8.000T

Physical Properties

A B

Viscosity (cP) 100,000 - 135,000 5,000 - 10,000 

Density (g / cm2) 0.97 0.97 

Mixing ratio 1 1

Color Transparent

Operation Features

Operation time 1 - 2 minutes

Fixing Time 3 - 4 minutes

Operating temperature –50°C - +120 °C 

Gap-filling 1 mm - 3 mm

Flash Point 12°C

Density after Mixing (g / cm2) 0.97 

Adhesion 
Performance                  

Tensile Strength, Polypropylene (Mpa) 13 -- 17

Tensile Strength 700 -- 900

Elongation Voltage 2 -- 5

Shear Strength, Polypropylene (Mpa) 15-- 21
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BOSS MMA 8.040 is a 2-part structural bonding adhesive based on a blend of 
methacrylates. BOSS MMA 8.040 is designed for high strength structural 
bonding of low surface energy plastics without the need for primers or 
pre-treatments. BOSS MMA 8.040 has a lower odor than is typi-cally found 
with acrylic products and is non-flammable.

Suitable Substrates

Polypropylene (PP), Polyethylene (PE), Polycarbonate (PC), Polystyrene (PS) 
PET, PMMA,  ABS,  Acrylics, Styrenics, TPO,

MMA 8.040
BOSS MMA 8.010 is a 2-part structural bonding adhesive based on Methyl 
methacrylate. BOSS MMA 8.010 is designed for high strength structural 
bonding of composites, metals and thermoplastics. BOSS MMA 8.010 is 
available in natural, white, black and grey. Other products in the MMA range 
provide faster and slower working times. It offers excellent chemical 
resistance including hydrocarbon solvents and acids and bases from 3-10 pH

Suitable Substrates

Vinyl, PVC, Polycarbonates, Aluminium, Carbon fibre, Stainless steel, ABS
Acrylics, Styrenics, Gelcoats, FRP (fibre reinforced plastics) Polyesters
Urethanes

MMA 8.010

MMA 8.010 MMA 8.015 MMA 8.040

A B A B A B

120,000 - 160,000 150,000 - 200,000 120,000 - 160,000 150,000 - 200,000 160,000 - 170,000 7000 - 10,000 

0.97 0.97 0.97 0.97 0.97 0.97 

1 1 1 1 10 1

White, Black, Gray and Natural White, Black, Gray and Natural Natural

4 - 7 minutes 15 - 18 minutes 1 - 2 minutes

13 - 16 minutes 30 - 35 minutes 40 - 50 minutes

–50°C - +120 °C –50°C - +120 °C –50°C - +120 °C 

1 mm - 4 mm 1 mm - 4 mm 0.5 mm - 2.0 mm 

11°C 11°C 40°C 

0.97 0.97 0.97

20 -- 25 20 -- 25 5 --7

1500 - 1600 1400 -- 1500 800 - 900

5 --10 10 -- 20 1 -- 3

20 -- 25 20 -- 25 6 -- 8
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EN 1186, EN 13130, CEN / TS 14234 (In foodstuffs)
contact plastic materials)

CERTIFICATES AND COMPLIANCES
Architectural applications
Exterior applications
Stone, marble, ceramic bonding
Automotive industry

MAIN APPLICATION AREAS

MS-65 (transparent), one component, high modulus, silyl-tipped 
elastic adhesive and sealant. Because it is transparent, it is applied 
in visual fields, suitable for bonding transparent elements such as 
glass, polycarbonate and polymethacrylate. It is also suitable for 
bonding and sealing in aquariums (H-SEAL-65 cures even under-
water), food display cabinets in shops and swimming pools.

Transparent
No bubbles.
Non-slip adhesion to almost any surface
Excellent resistance to weathering and UV rays
Cures even under water.
Excellent adhesion to PVC

MS-65 Transparent

Color    : White, Gray, Black
Curing by volume   : 2,5 mm/24h
(23Co and 50% r.h in one day.)
Shore A    : 40
(23 Co and 50%r.h.)
Handling time   : 50’-55’ 
(23Co and 50%r.h)
100%     : ≥ 0,8 N/mm2 
(ISO 37 DIN 53504)
Tensile Strength   : ≥ 1,8/mm2 
(ISO 37 DIN 53504)
Uzama    : ≥ 450% 
(ISO 37 DIN 53504)
Application Temperature Range : +5 to +40C°
Operating Temperature Range : -40/+90C°
(after cured)
Packing: 310 ml cartridge; 400/600/1800 ml sausage; 200 liters 
 of barrel. 
 

TECHNICAL DATA 

MS-65 is developed for concrete and metal 
construction applications. It is a one-component 
silyl-tipped polymer adhesive and sealant suitable 
for bonding a wide range of materials including 
concrete, brick, stone, marble, metals (coated or 
machined), aluminum, brass, copper, glass, mirrors, 
glass-reinforced plastics and many hard plastics. It 
is suitable for the production of sheet metal in the 
construction industry and for bonding joints in 
ventilation ducts. It is used where a durable 
flexible rubber joint or good elastic adhesive is 
required.
New environmentally friendly SIP Polymer 
technology
Isocyanate and solvent free
Wide range of applications
Excellent adhesion without primer
Excellent UV resistance and color stability
High adhesion even on damp surfaces
Very fast initial holding force
Certified for use in food industry
No bubbles.
Paintable

MS-65

Gluing panels
Very strong steel, aluminum, wood and plastic materials
bonding
Glass and mirror bonding
Bonding of glass and metals
Bonding of cold storage in food industry
applications.

MAIN APPLICATION AREAS



Color    : White
Curing by volume   : 2,5 mm/24 h.
(23Co and 50% r.h in one day.)
Shore A    : 40’
(23Co and 50%r.h.)
Handling cure time  : ≥ 1,0 N/mm2

(23Co and 50%r.h.)
Tensile Strength   : ≥ 1,2N/mm2 
(ISO 37 DIN 53504)
Elongation   : ≥ 200%
(ISO 37 DIN 53504)
Application Temperature Range :+5 to+40 C°
Operating Temperature Range : -40/+90 C°
(after cured)  
Packing    : 290 ml cartridge

TECHNICAL DATA

Structural Adhesives
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Color      : Transparent
Curing by volume:     : 3 mm/24 h.
(23Co and 50% r.h in one day.)
Shore A       : 55
(23 Co ve 50%r.h.)
Handling cure time     : 25’ 
(23Co and 50%r.h)
100% Stretch Module      : ≥2.2 N / mm2

(ISO 37 DIN 53504) 
Tensile Strength     : ≥3/mm2

(ISO 37 DIN 53504)
Elongation     : ≥240%
 (ISO 37 DIN 53504)
Application Temperature Range   : +5 to +40C
Operating Temperature Range   : -40/+100Co
(after cured)
Packing: 290 ml cartridge; 400/600 ml sausages; 200 liters of barrel. 

TECHNICAL DATA

MS 67 HT is a high viscosity, high strength, one compo-
nent, high modulus, silicone-tipped polymer (MS 67 HT) 
elastic bonding adhesive. It is suitable for bonding 
different materials such as panels, ceramics, stone and 
marble slabs and facades. Because it is a strong and 
multi-purpose elastic adhesive, it is strong, vibration and 
shock resistant including porous materials, concrete, 
treated, untreated and coated metals (aluminum, steel, 
copper, brass), glass, mirrors, glass reinforced plastics and 
many rigid plastics. glues a wide range of materials that 
need to be.

Isocyanate and solvent free. Odorless.
No bubbles.
Non-slip adhesion to almost any surface
Weather and abrasion and UV rays
Excellent resistance
Vibration and shock / shock resistant

MS-67 HT

Automotive industry
Swimming pool - pool applications
Gluing panels
Very strong steel, aluminum, wood and plastic materials
bonding
Glass and mirror bonding
Can be bonded to glass and metals
Food industry in the production of cold storage
applications.

MAIN APPLICATION AREAS

EN 1186, EN 13130, CEN / TS 14234 (In foodstuffs)
contacting plastic materials)

CERTIFICATES AND COMPLIANCES
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PU-27 FC is a one-component, solvent and formaldehyde-free moisture curing polyurethane 
adhesive. Due to its excellent filling properties, it is suitable for cord pull / roving applications.

One component, solvent and formaldehyde free adhesive
Hardens extremely fast.
Fast adhesion and shear strength in all conditions (suitable for D4).
Easily used with normal adhesive gun.
Excellent adhesion to many surfaces.
Good filling capacity.

PU-27 FC

Color    : Beige
Film forming time   : 3’-6’
(23Co and 50%r.h.)
Initial Setting Time  : 15’
Last Curing Time   : 24 sa.
Shear strength -D1  : ≥10 N / mm2 
(EN 204 D1)
Shear strength -D4  : ≥4N / mm2 
(EN 204 D4)
Application Temperature Range : +5 to +40C°
Operating Temperature Range : -40/+100C°
(after curing)
Packing : 310 ml cartridge: 200 liter drum
 

TECHNICAL DATA
Hard, structural, filler bonding
Bonding of polystyrene, cork, porous materials and plastics
Joining wood, metal and cement based elements
the caulking

MAIN APPLICATION AREAS

DIN-EN-204-D4
(waterproofing application for wood adhesives)

WATT 91
(resistant to high temperatures)

CERTIFICATES AND COMPLIANCES



Structural Adhesives

PU - 51 is a single component, very fast curing, polyurethane elastic adhesive and sealant 
designed for the construction and repair of automobile body. Specifically developed to meet 
the requirements of the automotive industry, especially in applications where the adhesive 
should be used as a thin layer or bead, it is characterized by a pre-controlled viscosity that 
allows the product to be easily rubbed and smoothed. Once cured, the product reaches a 
high hardness level that gives the material the appearance of the first equipment.

One-component polyurethane
Very fast scaling and curing time
Ease of brushing and smoothing
Lasting flexibility and durability
It also glues and seals.
It can be painted over in a short time.

PU-51

Color    : White, Gray, Black
Curing by volume   : 4 mm/24 h.
(23Co and 50% r.h in one day.)
Shore A    : 55’
(23Co and 50%r.h.)
Handling cure time  : 25’-30’
(23Co and 50%r.h.)
Tensile Strength   : ≥ 2,0N/mm2 
(ISO 37 DIN 53504)
Elongation   : ≥ 250%
(ISO 37 DIN 53504)
Application Temperature Range :+5 to+40 C°
Operating Temperature Range : -40/+90 C°
(after cured)  
Packing : 310 ml cartridge, 400/600 ml sausage, 200 
liters of barrel 

TECHNICAL DATA
Welding places
Internal body work of the vehicle
Painted surfaces
Accident vehicles body manufacturing
Vibration and sound attenuating properties

MAIN APPLICATION AREAS

73



NOTES



NOTES



NOTES



Kumköy Mh. Deniz Feneri Sok No:1/B Kilyos / Sarıyer / Istanbul - Turkey

+90 (212) 243 94 71

info@bossindustrial.com

www.bossindustrial.com

adhesiverust

aerosol

pr
ot

ec
ti

on

zinc
gres transparent

metal
cockpit

converter
sand

label
Inert-gas

perfect cut

oils
dry

st
ro

ng

pa
st

e
silicone

pn
eu

m
at

ic

crack
control

remover

el
im

in
at

or

gu
m v-belt

in
vi

si
bl

e

gl
ov

e
aluminium
alkoxy

stainless
steel

smoke
detector

wax chrome

silver
brass

gold

chain

rope
surface

br
ea

k
lin

in
g

bu
rn

er plastic

mould

montage

parçamulti

de
te

ct
io

n
le

ak

conta
visorscreen

DCMéO

[CRéďVéTéEé
sökücü

pressure
air

fo
am

ci
tr

us electro
contact

oi
ls

an
ti

se
iz

e

copper

temizleyici

anaerobic
mma adhesive

st
ar

te
s

hy
ge

ni
c

universal


